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P-FLOOR Plywood

A high quality structurally rated T&G plywood.
Fully certified to Australian Standard AS/NZS 2269.
All veneer in the manufacture is sourced from sustainable forests. 
Like all PERI products, we assess they meet all requirements for their application. 

Thickness Size (mm) Stress Grade Weight / Sheet

12 mm 2400 x 1200 F11* 20 kg

15 mm 2400 x 1200 F11* 25 kg

17 mm 2400 x 1200 F11* 29 kg

19 mm 2400 x 1200 F11* 32 kg

21 mm 2400 x 1200 F11* 35 kg

25 mm 2400 x 1200 F11* 42 kg

T&G				    Tongued and grooved 2 long edges  - Blue plastic tongue
Bond				    A-Bond glue
Timber species		  Pine face / back, Eucalyptus core
Grade				   CD
Formaldehyde emission	 Super E0
Size				    2400 x 1200mm / 2700 x 1200mm

Tolerances			   In accordance with AS/NZS 2269

Looking for price and more information?
Contact our offices below, our team will be happy to assist.

* Made and tested in accordance with AS/NZS 2269.

Sydney	  02 8805 2300
Melbourne	  03 9310 1343	
Brisbane	  07 3287 4966
Perth		   08 9309 8700

General enquiries: panels@peri.com.au

A high quality flooring solution


